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Box with zipper side channel 
system, with excellent wind 
resistance. The only shade 
that provides total darkness, 
with the blackout fabric.

bandalux.com contract.bandalux.com

indoor & outdoor 
installation

Z-Box   
Roller shade with cassette

Range of Box Roller Shades

Cassette sizes 100mm 130mm

230 V Motor requires channels outdoors √ √

Self-supporting √ √

ZIP channel √ √

Double drop with 1 operation mechanism √ √

Double drop with 2 operation mechanisms √ √

colors:
  White RAL 9010       Black RAL 9011

  Grey RAL 9006       Anthracite RAL 7016

  Metallic Grey    
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Covers 
surfaces 
of up to 20m.

Self-supporting

Window screen

Thanks to the self-supporting channels, 
there is no need for additional brackets. 

Such brackets are optional and available on 
request for ceiling or wall installation.

Energy savings

Maximum tension of the fabric, thanks to the 
zipper channel system. 

Exclusive zipper system

Great wind resistance
The Polyscreen® fabric is firmly held in place within 
the channels, thanks to a zipper system, which 
offers resistance to wind gusts of up to 90 km/h.

When installed outdoors and combined 
with the Polyscreen® fabric, this system can 
save up to 55% in air conditioning, while 
guaranteeing optimal visual and thermal 
comfort.

The motorized Z-Box  
is also available with 
window screen fabric.

THE FABRIC 
NEVER COMES 
OUT OF THE 
CHANNELS

Total darkness with the 
blackout fabric

The only system that provides total darkness, 
when combined with the fabrics of the  
Bandalux blackout collection.

100 % 
BLACKOUT

bandalux.com contract.bandalux.com
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DOUBLE DROP
1 operation

DOUBLE DROP
2 operations

DOUBLE DROPS 

SIDE CHANNEL OPTIONS 

ZIP CHAnnEL 50mm
(Indoor/outdoor)

DOUBLE DROP In A SInGLE BOX 
ZIP CHAnnEL 50mm DOUBLE
(Indoor/outdoor)

50mm

49
m

m

49
m

m

68mm

InSTALLATIOn 
WALL LEVELInG kIT 

REINFORCED BRACKETS AND CHANNEL SPACERS BOTTOM RAIL

*Includes fastening bolt.

CEILInG 
InSTALLATIOn*

WALL 
InSTALLATIOn*

CHAnnEL 
SPACER 
BRACkET

ZIP BOTTOM 
RAIL

47
m

m

20mm

Incompatible with frontally 
installed aluminum channels.

MINIMUM SHADE WIDTH

*For widths between 200 mm and 400 mm, the maximum height is 1500 mm, without side channels. For heights exceeding this measurement, channels are required.

OPERATION Z-BOX

BAnDALUX Ø50 MOTORS CABLE 630 mm

BAnDALUX Ø50 MOTORS RADIO 660 mm

MOTOR SOMFY Ø50 ARIAnE 650 mm

MOTOR SOMFY Ø50 ATLAS 700 mm

SOMFY Ø50 MOTOR SILEnT CABLE  650 mm

SOMFY Ø50 RTS MOTORS 770 mm

MOTOR SOMFY Ø50 SOnESSE RTS 780 mm

SOMFY Ø50 IO SUnEA SCREEn MOTORS 750 mm

SOMFY Ø50 IO SUnILUS MOTOR 900 mm

TECHNICAL DATA Z-BOX

bandalux.com contract.bandalux.com
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CASSETTE SIZES (mm)

Shade width Z-BOX N. of brackets

W ≤ 1500 mm 2

1500 mm < W ≤ 2500 mm 3

2500 mm < W ≤  3500 mm 4

3500 mm < W ≤  4500 mm 5

4500 mm < W 6

NUMBER OF BRACKETS, 
ACCORDING TO SHADE WIDTH 

100

10
0

14
7

130

13
0

17
7

Z-BOX 100 Z-BOX 130

WIND PROFILES AND SPACER BRACKETS 

 

SPACER BRACkET

75mm

70mm

90
m

m
30mm

70
m

m

Shade height H N. of brackets
per channel 

H ≤ 1500 mm 2

1500 mm < H ≤ 2500 mm 3

2500 mm < H ≤  3000 mm 4

3000 mm < H ≤  4000 mm 5

MOTOR TYPE MOTOR NAME Ø mm Nm r.p.m. power (W) outdoor 
installation 

Requires 
transformer

24 V DC 
Motor 

230 V AC 
Motor 

BAnDALUX 
CABLE

CABLE 50 5/28 50 5 28 125 YES nO x

CABLE 50 20/16 50 20 16 180 YES nO x

BAnDALUX 
RADIO

RADIO 50 5/28 50 5 28 125 YES nO x

RADIO 50 20/16 50 20 16 180 YES nO x

SOMFY© 
CABLE

ARIAnE 50 6/32 50 6 32 120 YES nO x

ATLAS 50 15/32 50 15 32 240 YES nO x

SOMFY® 
SILEnT CABLE 

SOnESSE 50 WT 6/28 50 6 28 146 YES nO x

SOnESSE 50 WT 10/28 50 10 28 180 YES nO x

SOMFY® RTS
RTS ALTUS 50 6/32 50 6 32 120 YES nO x

RTS ALTUS 50 15/17 50 15 17 140 YES nO x

SOMFY® 
SILEnT RTS 

RTS SOnESSE 50 6/28 50 6 28 146 YES nO x

RTS SOnESSE 50 10/28 50 10 28 180 YES nO x

SOMFY® IO

IO SUnEA SCREEn 6/32 50 6 32 120 YES nO x

IO SUnEA SCREEn 15/32 50 15 32 240 YES nO x

IO SUnILUS 40/17 50 40 17 270 YES nO x

MOTORS

To guarantee proper operation, Bandalux will provide a motor model that is appropriate for the size of the shade.

bandalux.com contract.bandalux.com

TECHNICAL DATA Z-BOX
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BO: Blackout fabric. 

Collection Colors Type

Manufacture without join 
(widTh x heighT)

Joined 
(widTh x heighT)

Manufacture without join 
(widTh x heighT)

Joined 
(widTh x heighT)

warp 
confection

weft 
confection

weft 
confection

warp 
confection

weft 
confection

weft 
confection

BLACK OUT Desert, Peach, Stone BO 2440x3000 3000x2140 3000x3000 2440x4000 5600x2140 5600x4000

BLACK OUT
Alabaster, Black, 

Custard, Light grey, 
White

BO 3000x3000 -- -- 3000x4000 5600x2700 5600x4000

Z-BOX 100  Z-BOX 130
MAXIMUM SHADE 
SIZE (mm)

1

Z-BOX 100  Z-BOX 130MAXIMUM SHADE 
SIZE (mm)

3 4

Collection Colors Type

Manufacture without join 
(widTh x heighT)

Joined 
(widTh x heighT)

Manufacture without join 
(widTh x heighT)

Joined 
(widTh x heighT)

warp 
confection

weft 
confection

weft  
confection

warp 
confection

weft 
confection

weft  
confection

BLACK OUT MATTE Custard BO FR (C1) 1830x3000 3000x1530 3000x3000 1830x4000 5600x1530 5600x4000

BLACK OUT MATTE Other colors BO FR (C1) 2500x3000 3000x2200 3000x3000 2500x4000 5600x2200 5600x4000

*WINDOW SCREEN Grey FV+PVC 2500x3000 3000x2200 N/D 2500x4000 5600x2200 N/D

*TREND LIGHT The entire range BO FR (M2) 3000x3000 -- - - 3000x4000 5600x2700 5600x4000

POLYSCREEN® 350 Bronce grey, Linen, 
Perla sable, Ebony PS-OF 10% 2500x3000 3000x2200 3000x3000 2500x4000 5600x2200 5600x4000

POLYSCREEN® 350
Blanco, Blanco lino, 
Blanco perla, Perla, 
Perla gris, Tobacco

PS-OF 10% 3000x3000 -- - - 3000x4000 5600x2700 5600x4000

POLYSCREEN® 351 Bronce, Ebony, Linen PS-OF 1% 2500x3000 3000x2200 3000x3000 2500x4000 5600x2200 5600x4000

POLYSCREEN® 351 Blanco, Blanco-gris, 
Blanco-lino, lanco-perla PS-OF 1% 3000x3000 -- - - 3000x4000 5600x2700 5600x4000

POLYSCREEN® 365 The entire range PS-OF 5% 2400x3000 3000x2100 3000x3000 2400x4000 5600x2100 5600x4000

POLYSCREEN® 403 Blanco lino, Blanco 
perla, Linen PS-OF 3% 2500x3000 3000x2200 3000x3000 2500x4000 5600x2200 5600x4000

POLYSCREEN® 403

Blanco, Blanco 
antracita, Blanco gris, 
Blanco sable, Ebony, 

Ebony bronze

PS-OF 3% 3000x3000 -- - - 3000x4000 5600x2700 5600x4000

POLYSCREEN® 550

Ash, Tobacco, Bitter 
Chocolate, Blue indigo, 

Blanco naranja, 
Bronze red, Carmine, 
Blanco amarillo, Sand 

yellow, Bronze

PS-OF 5% 2500x3000 3000x2200 3000x3000 2500x4000 5600x2200 5600x4000

POLYSCREEN® 550

Blanco, Blanco lino, 
Blanco perla, Perla 

gris, Perla sable, Linen, 
Ebony, Perla

PS-OF 5% 3000x3000 -- - - 3000x4000 5600x2700 5600x4000

POLYSCREEN® 555 The entire range PS-OF 5% 2500x3000 3000x2200 3000x3000 2500x4000 5600x2200 5600x4000

POLYSCREEN® 597 The entire range PS-OF 10% 2500x3000 3000x2200 N/D 2500x4000 5600x2200 N/D

POLYSCREEN® 650 The entire range PS-OF 3% 2500x3000 3000x2200 3000x3000 2500x4000 5600x2200 5600x4000

FV: Fiber glass. BO: Blackout fabric. FR: Fire-retardant fabric. PS: Polyscreen®.  OF: Openness factor. C1: EN 13773:2003. M2: NF P 92-503. 

*Indoor and outdoor installation.
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Collection Colors Type

Manufacture without join 
(widTh x heighT)

Joined 
(widTh x heighT)

Manufacture without join 
(widTh x heighT)

Joined 
(widTh x heighT)

warp 
confection

weft 
confection

weft  
confection

warp 
confection

weft 
confection

weft  
confection

  POLYSCREEN® COUPAGE The entire range PS-OF 5% 2500x3000 N/D N/D 2500x4000 N/D N/D

*POLYSCREEN®  550 
  BLACK OUT +10% The entire range PS BO-OF 0% 2000x3000 3000x1700 3000x3000 2000x3500 3500x1700 3500x3500

 PS: Polyscreen®.  BO: Blackout fabric. OF: Openness factor. 

1. *Only indoor installation

Z-BOX 100  Z-BOX 130
MAXIMUM SHADE 
SIZE (mm)

5
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